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13  Building physics, Moisture in materials

The thermal transmittance coefficient (U 
value) is an important rating in civil 
engineering and the construction industry 
where it is used to define a building’s 
transmission heat loss through its various 
structural elements. It is now possible, 
with the ALMEMO® measuring system, to 
measure and record all the physical 
parameters for the component parts of 
existing buildings (e.g. walls, etc.) in order 
to calculate their U value and other relevant 
thermal energy coefficients.
Measuring principle:
The measuring principle involved in 
quantifying heat loss at partition elements, 
e.g. walls, heating systems, etc., is based 
on the method which uses a heat flow plate 
(sensor) fitted on the surface of the 
structural element and thus incorporated 
directly in the heat flow. Using the known 
thermal characteristics of the heat flow 
plate and the thermo-electrically measured 

temperature gradient inside the heat flow 
plate the ALMEMO® measuring system 
can thus measure the heat flow density q in 
W/m². 
The ALMEMO® measuring system can 
also be used to measure the surface 
temperatures on either side the structural 
element and the respective air temperatures 
immediately inside and outside; based on 
these results it is then possible to calculate 
all the relevant thermal coefficients. 
The temperatures and heat flow density 
data on which these calculations are based 
are acquired cyclically as average values.  
Any influence that the structure’s own 
thermal capacity may have on these 
calculations (e.g. time shifts between 
temperature and heat flow, affecting 
calculation of the U value) will, given a 
sufficiently long measuring period, 
become negligible and the calculated 
average value will certainly be very close 

to the structure’s actual U value.
Operative range:
To ensure a stable and meaningful U value 
calculation it is possible to stipulate that 
measuring operations only be performed 
subject to certain specified conditions.
•	The temperature difference between 

interior and exterior ambient air must 
be sufficiently large (typically 20 K, e.g. 
inside temperature 20 °C and outside 
temperature 0 °C). 

•	Any fluctuations in these temperatures 
(e.g. day / night) must throughout the 
measuring period be as small as possible. 

•	The measured values must be acquired 
and recorded on-site over a sufficiently 
long period (e.g. one whole day or even 
several days) and the parameters must be 
calculated on the basis of average values.

ALMEMO® Measuring system for Measuring thermal transmittance (U) and heat flow

 Ordering information	 Order no.
ALMEMO® measuring system - with 2 temperature sensors and 1 heat flow plate - for determining the U value -  
with straightforward calculation in the ALMEMO® measuring instrument:
V7 data logger ALMEMO® 104, 4 inputs, including mains unit and USB data cable	 MA104KSU
Outside air temperature Thermo-wire sensor, with glass-fiber insulation, 5 meters long	  FTA3900L05
Inside air temperature Thermo-wire sensor, with glass-fiber insulation, 1.5 meters long	  FTA3900
Programming for inside sensor Differential channel and average value	  OA9000PRUT
Heat flow plate, including installation materials 
e.g. type 118, approx. 120 x 120 mm, cable 2 meters	  FQA018C
Programming for Heat flow plate, Average value and U-value channel	  OA9000PRUQ

ALMEMO® measuring system - with 4 temperature sensors and 1 heat flow plate - for determining the U value -  
using WinControl software (possible both  online and offline):
V7 data logger ALMEMO® 710, 10 inputs, including mains unit and data cable USB	 MA710
or: V6 data logger ALMEMO® 2690-8A, 5 inputs, including mains unit and data cable USB	  MA26908AKSU
Outside air temperature Thermo-wire sensor, with glass-fiber insulation, 5 meters long 	  FTA3900L05
Outside surface temperature Thermo-wire sensor, with glass-fiber insulation, 5 meters long	  FTA3900L05
Inside air temperature Thermo-wire sensor, with glass-fiber insulation, 1.5 meters long	  FTA3900
Inside surface temperature Thermo-wire sensor, with glass-fiber insulation, 1.5 meters long 	  FTA3900
Heat flow plate, including installation materials
e.g. type 118, approx. 120 x 120 mm, cable 2 meters 	  FQA018C
WinControl software for 20 measuring points, 1 device 	  SW5600WC1
Additional module U-value wizard 	  SW5600WCZM4
Hardlock USB dongle	  SW5600HL

Accessories
Carry case, large	 ZB2590TK2
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