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2 Explanation of Symbols 

 
Safety note 

! Requirement 

→ Request 

 Notice 

➢ Result 

back Text displayed within a software  
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3 How to update the Data Logger 

Software 

 

In the course of updating the data logger, data logger settings or 

measurement data may be deleted. Therefore, follow the steps 

indicated in chapter 3.2 Save Measurement Data. 

3.1 Retrieve the Software Version of the Data Logger  

Display software version (main processor) 

→ In the bottom right hand corner in the home screen, the display software 

version is visible. Note down the display software version number.  

Wireless network software version (coprocessor) 

1. In the home screen, tap on Settings . 

2. Tap on  Wireless network. 

3. In the line Software version, note down the wireless network version. 

3.2 Save Measurement Data 

 
In the course of updating the data logger, measurement data may be 

deleted. 

1. Export all measurements saved on the data logger (see Instruction Manual 

ALMEMO® 470). 

 After the update process has completed, the measurement data will 

no longer be available on the data logger.  

2. Switch off the data logger. 

3. Disconnect the data logger from the power supply. 

4. Using a screwdriver, loosen the screw of the battery compartment cover on 

the rear side of the data logger. 

5. Open the battery compartment by pulling the tab of the cover. 

6. Remove the rechargeable batteries.  
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7. Remove the micro SD card from 

the SD card slot. To do so, 

gently press the micro SD card 

into the SD slot and then 

release the card. Thanks to the 

spring within the SD slot, the SD 

card slides out a bit and you can 

easily remove it.  

 

8. Connect the micro SD card to a PC. 

9. Copy the content of the micro SD card to your PC. 

3.3 Save new Software Version to SD Card 

1. Download the latest software version for the data logger to you computer: 

https://www.ahlborn.com/download/update/ma470/ 

2. Save and unzip the ZIP folder on your computer. 

3. Copy the content of the unzipped ZIP folder to the micro SD card. 

 Keep the existing folder structure. The old files must either be 

replaced or deleted before the new files are copied on the SD card. 

3.4 Insert the SD Card and perform the Update 

1. Insert the micro SD card into the SD slot. Make sure that the contacts of the 

micro SD card are in the same position as before. Gently press the micro 

SD card into the SD slot so that the spring is tensioned. 

 

You always have to insert the original rechargeable batteries. If you 

need to change the rechargeable batteries, only use rechargeable 

batteries with the order number ZB2000A1NM. 

https://www.ahlborn.com/download/update/ma
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2. Insert the rechargeable batteries into the battery compartment. Pay attention 

to the imprinted labeling indicating the pole direction of the rechargeable 

batteries in the battery compartment. 

3. Close the battery compartment with its cover and secure it with the screw.   . 

4. Connect the mains adapter to avoid a premature interruption of the update 

process because of low battery capacity.  

5. Switch on the data logger. 

 
Do not switch off the data logger during the update process. 

➢ The data logger performs the update independently. 

➢ The LED LINK is flashing while the coprocessor is being updated. 

➢ The LED START is flashing while the main processor is being updated. 

➢ The data logger will switch on automatically, and the home screen will be 

displayed.  
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4 How to update the Software of the 

Wireless Sensor 

 
In the course of updating the wireless sensor, the set limit values and 

the set set transmission power may be deleted. 

4.1 Retrieve the Software Version of the Wireless Sensor 

! The wireless sensor must be connected to the data logger.  

1. In the home screen of the data logger, tap on sensor overview . 

2. Tap on the arrow on the end of the line of the wireless sensor, whose 

software version you want to note down. 

➢ The software version of the wireless sensor will be displayed in the line  

Software version. 

4.2 Update the Software of the wireless sensor 

! The wireless sensor must be switched on. The green LED lights up 

respectively flashes when the rechargeable batteries are being charged.    

1. Download the latest software version for the wireless sensor to your 

computer: 

https://www.ahlborn.com/download/update/ma470/ 

2. Save and unzip the ZIP folder, containing the update file, on your computer. 

3. In the unzipped file folder, open the software SL_Updater.exe. 

➢ The dialog box MA470 Wireless Sensor Updater will open. 

4. Connect the wireless sensor to your computer via a micro USB cable. Plug 

the micro USB connector into the micro USB port of the wireless sensor. 

5. In the software SL_Updater, select the appropriate COM port number in the 

drop down menu in the field COM. 

 The appropriate COM port number will automatically be set if you 

connect the wireless sensor after opening the software. 

https://www.ahlborn.com/download/update/ma
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 If you do not know which COM interface is connected to the wireless 

sensor, press the button Device manager. The device manager will 

open. Tap on the arrow next to Connections (COM & LPT). Note 

down the number of the COM port after Silicon Labs. 

6. In case the appropriate COM port number is not displayed, click on Update 

interface. 

7. Press the button Select file . 

8. Select the appropriate update file: 

 Wireless ALMEMO® Interface: ZA1770_XXX.gbl 

Wireless ALMEMO® Sensor: FH1746_XXX.gbl 

9. Press the update button . 

 
Do not switch off the wireless sensor during the update process. 

 
Make sure that the connection between the wireless sensor and the 

computer via the micro USB cable is not interrupted during the update 

process. 

➢ The software of the wireless sensor is being updated. The green and the red 

LED of the wireless sensor flash rapidly and alternately. 

➢ After the update process, the new software status will be displayed in the 

settings of the wireless sensor (see chapter 4.1 Retrieve the Software 

Version of the Wireless Sensor). 

 

 

 

Despite greatest diligence, the possibility of  

incorrect information cannot be excluded.  

Subject to technical modifications without prior notice. 



  

 

 

 

 

 

 

 

 

 

 

 

You will find the present and further Instruction Manuals, as well as the  

ALMEMO® Manual on www.ahlborn.com under the tab SERVICE on  

DOWNLOADS. 
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