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Electrical variables
Split-Core Type Transformer for DC Current Chauvin Arnoux type PAC16

•	Current clamp for DC current
•	Push button for zero setting
•	Switch for sensitivity adjustment (10 mV/A or 1 mV/A)
•	With polarity indicator for power measurements
•	 Ideal for non-contact control measurements with ALMEMO® 

handheld devices, e.g. at low power systems

Types (including manufacturer’s test certificate)	 Order no.
DC currents up to 60 A, including ALMEMO® connecting cable (±2.6 V DC)	 FEA601PAC16L
DC currents up to 600 A, including ALMEMO® connecting cable (±2.6 V DC)	 FEA601PAC16H

With test certificate of the manufacturer Chauvin Arnoux. Delivery in original packaging, adapted with ALMEMO® plug

Measuring range:		 0.4 A … 60 A (FEA601PAC16L) 
	 0.5 A … 600 A (FEA601PAC16H)
Measurement accuracy:		 up to 30 A: ≤ 3% +5 mV  
	 (Version ~L / 60 A) 
	 up to 60 A: ≤ 1.5% +5 mV  
	 (Version ~L / 60 A) 
	 up to 100 A: ≤ 1.5% +1 mV  
	 (Version H / 600 A) 
	 up to 400 A: ≤ 2% (Version ~H / 600 A) 
	 up to 600 A: ≤ 3% (Version ~H / 600 A)
Encompassing ratio:	 Cable Ø 30 mm / 2x Ø 24 mm
Transformation ratio:	 Version ~L / 60 A: 10 mV/A 
	 Version ~H / 600 A: 1 mV/A
Output signal:	 up to 600 mV
Safety standard:	 IEC 61010-1 & IEC 61010-2-032 600 V  
	 CAT III / 300 V CAT IV

Nominal conditions:	 23 °C ±5 K, 1013 mbar, 20 … 75 %rH
Operating conditions: 	 -10 to +55 °C / 0 to 85 % rel. humidity
Storage temperature:	 -40 to +80 °C
Admissible voltages:	 CAT IV up to 300 V 
	 CAT II up to 600 V
Conductor temperature:	 ≤ 90 °C
Jaw temperature:	 ≤ 80 °C
Dimensions:	 224 x 97 x 44 mm
Weight:	 440 g with batteries,  
	 without connecting cable
Connecting cable:	 Cable with 1.5 m safety laboratory  
	 connector, including safety coupling and 
	 1.5 m ALMEMO® connecting cable 
	 with banana plug
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